
HASZNÁLATI ÚTMUTATÓ
ÓZONGÁZ DETEKTOR

(DM 509)



Termékleírás
Ez a termék egy többfunkciós ózondetektor, amely érzékeli az ózont 
(O3), valamint a hőmérsékletet és a páratartalmat. Felhasználóbarát 
eszköz, amely valós időben képes jelezni az ózongáz jelenlétét az LCD 
kijelzőn a további légköri tulajdonságokkal egyetemben.

Specifikációk

Megjelenítési módszer: Nagy képernyős színes LCD-kijelző
Légköri nyomás: 86 - 106 kPa
Termékméret: 164 x 74 x 26 mm
Termék súlya: 210 g
Detektálási hőmérséklet: -10 °C és 50 °C között
Relatív páratartalom: 20 - 85%
Tárolási hőmérséklet: -10 °C - 60 °C
O3 koncentrációs  
mértékegység: PPM (Part Per Million)

Mérési tartomány: 0.00 - 5.00 PPM

Áramforrás: 2000 mAh teljesítményű  
lítium akkumulátor

Töltés: 5V DC tápellátás micro USB porton 
keresztül



Figyelemfelhívás
Kérjük, olvassa el figyelmesen az utasításokat, mielőtt használná ezt az 
eszközt. Kérjük, mindig tartsa kéznél ezt a kézikönyvet a gyors áttekin-
téshez és a hibaelhárításhoz.
Ózonos kezelés után kapcsolja ki az ózongenerátort, vagy távolítsa el a 
tápellátást. Szellőztesse ki a kezelt területet minimum 30 percen keresz-
tül. Ne menjen vissza a helyiségbe addig, amíg az ózonszint a biztonságos 
szintre nem csökken!
A készülék általi jelzések és jelzett értékek csak tájékoztató jellegűek, és 
a valós értékek eltérhetnek attól!
A gyártó és a forgalmazó nem vállal semminemű felelősséget a nem 
megfelelő használatért, a készülék használata során keletkező vagy 
abból adódó és eredő károkért, eseményekért és sérülésekért! Továb-
bá a készülék szétszereléséből, megbontásából, a nem rendeletéssze-
rű használatból eredő meghibásodás miatt a jótállás érvényét veszti!

Óvintézkedések
Kerülje a pontatlan mérések elkerülése érdekében a használat során a 
légbeszívó rész letakarását. Kerülje az oldószerek használatát a termék 
tisztításához, mivel a maradványok miatt fals értékeket jelezhet a készü-
lék. Kerülje a vizet vagy más folyadékot a termék közelében az elekt-
romos károsodás elkerülése érdekében. Tilos a készüléket megbontani, 
javítani vagy módosítani.

Jellemzők

• 2,8 “ színes folyadékkristályos kijelző (LCD), 320x240 képpont.
• A felhasználó által beállítható riasztási küszöb az ózongázra (O3).
• Mérhető értékek: ózon (O3), hőmérséklet, páratartalom.
• Nagy 2000 mAh teljesítményű lítium akkumulátor.
• Alacsony akkumulátor feszültség figyelmeztetés. 
• 5V-os micro USB töltés.



Kezelési útmutató

Felépítés

Start Up
When you long-press the power button, the  will Ozone Meter boot 
up. Picture below ：  
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Instructions：

Display method: Large screen color LCD display

Atmospheric pressure: 86Kpa - 106Kpa

Product Size: 164*74*26MM

Product weight: 210g  

Detection temperature: -10°C to 50°C;

Relative humidity: 20% - 85%

Storage temperature: -10°C to 60°C

Concentration unit for O3: ppm

Test range: 0~5ppm

Power source: Lithium battery with 2000 mAh capacity; 5V DC 
power charging via micro USB port

Product Specifications
This product is a multifunctional Ozone Meter that detects Ozone 
O3,Temperature, and Humidity .
It′s scientific and professional devices which can real-time monitor
Ozone O3 on LCD display screen.

Product Description

Please read the instructions carefully before using this device.
Please keep the manual handy for quick reference and 
troubleshooting.

Considerations

Avoid covering the air intake areas during use to avoid inaccurate 
measurements.
Avoid use of solvents to clean the product as residual fumes will s
kew air quality readings.
Avoid water or other liquids near the product to avoid electrical 
damage.
Do not allow unauthorized modification or repair of this product.

Features:
-2.8" color liquid crystal display (LCD), 320x240 pixels 
-User adjustable alarm threshold for ozone(O3) to alert user of 
 elevated levels
-Test variables: Ozone ( O3 ),temperature, humidity
-Large 2000mAh capacity Lithium battery 
-Electrochemistry sensor for Ozone
-5V Micro USB charging
-Low battery warning

Precautions

Ozone Meter Instruction Manual

1)Power on / off button, used to confirm highlighted options or to turn 
   device on/off by pressing for 3 seconds.
2)Menu Button, used to call up the dialog box for adjusting various 
   parameters.
3)Exit / ESC button, used to exit from menus
4)Up / Switch / Increase Button, used to scroll between interfaces or 
   navigate within menus
5)Down / Switch / Decrease Button, used to scroll between interfaces 
   or navigate within menus
6)LCD screen, display various parameters.
7)USB Charging Port 

O3 (ozone) ideal range: ≤0.10 ppm
The ozone alarm threshold can be set to 0.1ppm,0.3ppm or 0.6ppm.
If levels of O3 exceed the setted ozone alarm threshold, the device 
will alarm with short beeps.

3.History record
Press the Menu button, Navigate to “ Actual data ” 
using menu button again,Press up and down button to 
switch to view the Graphs show the data record of O3\
Temperature\Humidity.

4.About us
Press menu button,Navigate to “ About us ” using 
menu button again, to introduce the relevant knowledge 
points .

As shown:

2. Time Setting:
Press the Menu button, Navigate to “ Time set ” using 
menu button,press power button to enter.using up/
down button to increase/ decrease the value , after 
each selection, press the  power button to save 
setting .

Press and hold the power button for 3 seconds, hear a tone 
and then turn it off after releasing the hand.

Picture below : 

(3)Operation:

Shutdown:  

1.System set :

(1)Temperature Unit
Navigate to “Temp Unit” using up/down buttons to 
select C or F , after selection ,press power button 
again to confirm your setting .

(2)Alarm HTL
Navigate to “Alarm HTL” using up/down buttons set 
the Alarm level,there are 3 kinds of alarms Levels, 
(0.1ppm,0.3ppm,0.6ppm).after your setting, please 
press power button again to confirm this setting .

(3)Interval time 
Navigate to “Interval” using up/down buttons,press 
power button to enter setting ,there are several interval 
times :
"5 seconds ,15 seconds,30 seconds,60 seconds,
5 minutes,15 minutes,30 minutes,60 minutes”
after your selection , please press power button to 
confirm this setting .

(4)Off Time
Navigate to “Off Time” using up/down button ,press 
power button to enter. Choose between the following 
options with up/down buttons to select off time:  
"Never” ”30 minutes” “60 minutes” “90 minutes”.after 
selection , please press power button to save setting .

Device enters the detection interface after booting：

Reminder:
O3(ozone) ideal range: ≤0.10 ppm
The ozone alarm threshold can be set to 0.1,0.3 or 0.6ppm. 
If levels of O3 exceed the set ozone alarm threshold, the 
device will alarm with short beeps.
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About Charging

AQI(O3 concentration):
Green Color (Good): 0-0.100
Yellow Color (Slight): 0.101-0.300
Red Color (Moderate): 0.301-1.000
Purple Color (Serious):  1.001-4.999

When low battery icon is displayed, the device needs 
to be charged. Insert the included or another compatible 
micro USB charging cable into the device. Attach the 
other end to a USB DC charger (such as a smartphone 
charger) that outputs DC 5V at >=1000mA. Fully charge 
for at least 2-3 hours before use. Avoid charging with a 
USB computer port which only outputs 500mA.

Description of accessories:
Device-------1 pc
USB cable ----------1 pc
English Manual ----------1 pc

8 7

(5)Style
Navigate to “ style ”using up/down button to select 
Blue or White, after selection,press power button again
to confirm your setting.

(6)Language 
Navigate to “ Language ” using up/down button,press 
power button to enter,switching using up/down button,
choose between the following options "Chinese ”  
"English”,after selection , press power button to save 
this setting .

(7)Brightness : 
it is the Brightness of background ,
Navigate to “Brightness” using up/down button,press 
power button to enter, Choose between the following 
options with up/down buttons : "10%,20%,30%,40%,50%,
60%,70%,80%” , then press power button to save setting .

(8)Buzzer set :
Navigate to “ Buzzer set ” using up/down button,press 
power button to enter, Choose between the following 
options with up/down buttons : "Close ” ” Open”, then 
press power button to save setting .

Press menu button to enter the setting interface(figure 2). 
Switching Among different setting interfaces by  pressing 
menu button again .
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figure 2



1) Be és kikapcsoló gomb
A kijelölt opciók megerősítésére 
vagy 3 másodpercig tartó lenyomá-
sával a készülék be és kikapcsolható.

2) Menü gomb 
A különböző paraméterek beállítá-
sához szükséges párbeszédpanel 
előhívására szolgál.

3) Kilépés gomb Gomb a menükből való kilépéshez.

4) Fel/Váltás/Növelés gomb 
Az interfészek közötti görgetésre 
vagy a menükben történő navigá-
lásra szolgál.

5) Le/Váltás/Csökkentés gomb 
Az interfészek közötti görgetésre 
vagy a menükben történő navigá-
lásra szolgál.

6) LCD kijelző Különféle paraméterek megjelení-
tése.

7) USB töltőport
A készülék töltéséről és annak mód-
járól részeletesebb leírást a Töltés 
címszó alatt találhat.



Bekapcsolás
Ha hosszan lenyomja a bekapcsoló gombot, az ózondeteketor elindul a 
képen látható módon.

Start Up
When you long-press the power button, the  will Ozone Meter boot 
up. Picture below ：  
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Instructions：

Display method: Large screen color LCD display

Atmospheric pressure: 86Kpa - 106Kpa

Product Size: 164*74*26MM

Product weight: 210g  

Detection temperature: -10°C to 50°C;

Relative humidity: 20% - 85%

Storage temperature: -10°C to 60°C

Concentration unit for O3: ppm

Test range: 0~5ppm

Power source: Lithium battery with 2000 mAh capacity; 5V DC 
power charging via micro USB port

Product Specifications
This product is a multifunctional Ozone Meter that detects Ozone 
O3,Temperature, and Humidity .
It′s scientific and professional devices which can real-time monitor
Ozone O3 on LCD display screen.

Product Description

Please read the instructions carefully before using this device.
Please keep the manual handy for quick reference and 
troubleshooting.

Considerations

Avoid covering the air intake areas during use to avoid inaccurate 
measurements.
Avoid use of solvents to clean the product as residual fumes will s
kew air quality readings.
Avoid water or other liquids near the product to avoid electrical 
damage.
Do not allow unauthorized modification or repair of this product.

Features:
-2.8" color liquid crystal display (LCD), 320x240 pixels 
-User adjustable alarm threshold for ozone(O3) to alert user of 
 elevated levels
-Test variables: Ozone ( O3 ),temperature, humidity
-Large 2000mAh capacity Lithium battery 
-Electrochemistry sensor for Ozone
-5V Micro USB charging
-Low battery warning

Precautions

Ozone Meter Instruction Manual

1)Power on / off button, used to confirm highlighted options or to turn 
   device on/off by pressing for 3 seconds.
2)Menu Button, used to call up the dialog box for adjusting various 
   parameters.
3)Exit / ESC button, used to exit from menus
4)Up / Switch / Increase Button, used to scroll between interfaces or 
   navigate within menus
5)Down / Switch / Decrease Button, used to scroll between interfaces 
   or navigate within menus
6)LCD screen, display various parameters.
7)USB Charging Port 

O3 (ozone) ideal range: ≤0.10 ppm
The ozone alarm threshold can be set to 0.1ppm,0.3ppm or 0.6ppm.
If levels of O3 exceed the setted ozone alarm threshold, the device 
will alarm with short beeps.

3.History record
Press the Menu button, Navigate to “ Actual data ” 
using menu button again,Press up and down button to 
switch to view the Graphs show the data record of O3\
Temperature\Humidity.

4.About us
Press menu button,Navigate to “ About us ” using 
menu button again, to introduce the relevant knowledge 
points .

As shown:

2. Time Setting:
Press the Menu button, Navigate to “ Time set ” using 
menu button,press power button to enter.using up/
down button to increase/ decrease the value , after 
each selection, press the  power button to save 
setting .

Press and hold the power button for 3 seconds, hear a tone 
and then turn it off after releasing the hand.

Picture below : 

(3)Operation:

Shutdown:  

1.System set :

(1)Temperature Unit
Navigate to “Temp Unit” using up/down buttons to 
select C or F , after selection ,press power button 
again to confirm your setting .

(2)Alarm HTL
Navigate to “Alarm HTL” using up/down buttons set 
the Alarm level,there are 3 kinds of alarms Levels, 
(0.1ppm,0.3ppm,0.6ppm).after your setting, please 
press power button again to confirm this setting .

(3)Interval time 
Navigate to “Interval” using up/down buttons,press 
power button to enter setting ,there are several interval 
times :
"5 seconds ,15 seconds,30 seconds,60 seconds,
5 minutes,15 minutes,30 minutes,60 minutes”
after your selection , please press power button to 
confirm this setting .

(4)Off Time
Navigate to “Off Time” using up/down button ,press 
power button to enter. Choose between the following 
options with up/down buttons to select off time:  
"Never” ”30 minutes” “60 minutes” “90 minutes”.after 
selection , please press power button to save setting .

Device enters the detection interface after booting：

Reminder:
O3(ozone) ideal range: ≤0.10 ppm
The ozone alarm threshold can be set to 0.1,0.3 or 0.6ppm. 
If levels of O3 exceed the set ozone alarm threshold, the 
device will alarm with short beeps.
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About Charging

AQI(O3 concentration):
Green Color (Good): 0-0.100
Yellow Color (Slight): 0.101-0.300
Red Color (Moderate): 0.301-1.000
Purple Color (Serious):  1.001-4.999

When low battery icon is displayed, the device needs 
to be charged. Insert the included or another compatible 
micro USB charging cable into the device. Attach the 
other end to a USB DC charger (such as a smartphone 
charger) that outputs DC 5V at >=1000mA. Fully charge 
for at least 2-3 hours before use. Avoid charging with a 
USB computer port which only outputs 500mA.

Description of accessories:
Device-------1 pc
USB cable ----------1 pc
English Manual ----------1 pc

8 7

(5)Style
Navigate to “ style ”using up/down button to select 
Blue or White, after selection,press power button again
to confirm your setting.

(6)Language 
Navigate to “ Language ” using up/down button,press 
power button to enter,switching using up/down button,
choose between the following options "Chinese ”  
"English”,after selection , press power button to save 
this setting .

(7)Brightness : 
it is the Brightness of background ,
Navigate to “Brightness” using up/down button,press 
power button to enter, Choose between the following 
options with up/down buttons : "10%,20%,30%,40%,50%,
60%,70%,80%” , then press power button to save setting .

(8)Buzzer set :
Navigate to “ Buzzer set ” using up/down button,press 
power button to enter, Choose between the following 
options with up/down buttons : "Close ” ” Open”, then 
press power button to save setting .

Press menu button to enter the setting interface(figure 2). 
Switching Among different setting interfaces by  pressing 
menu button again .
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Használat
Az eszköz az elindítását követően meg is jeleníti a mért értékeket a  
kijelzőn.
A felső sávban, bal oldalt az idő és dátum kijelzés, míg a jobb oldalon az 
akkumulátor töltöttsége látható.
Középen az ózongáz (O3) koncentrációja olvasható le PPM-ben, az alatt 
pedig egy skála látható. Erről részletesebb tájékoztatót lentebb olvashat.
Az kijelző alsó sávjában a baloldali részen a hőmérsékletet láthatja °C fok-
ban, a jobboldalt pedig a páratartalmat jeleníti meg a készülék %-ban.

Start Up
When you long-press the power button, the  will Ozone Meter boot 
up. Picture below ：  
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Instructions：

Display method: Large screen color LCD display

Atmospheric pressure: 86Kpa - 106Kpa

Product Size: 164*74*26MM

Product weight: 210g  

Detection temperature: -10°C to 50°C;

Relative humidity: 20% - 85%

Storage temperature: -10°C to 60°C

Concentration unit for O3: ppm

Test range: 0~5ppm

Power source: Lithium battery with 2000 mAh capacity; 5V DC 
power charging via micro USB port

Product Specifications
This product is a multifunctional Ozone Meter that detects Ozone 
O3,Temperature, and Humidity .
It′s scientific and professional devices which can real-time monitor
Ozone O3 on LCD display screen.

Product Description

Please read the instructions carefully before using this device.
Please keep the manual handy for quick reference and 
troubleshooting.

Considerations

Avoid covering the air intake areas during use to avoid inaccurate 
measurements.
Avoid use of solvents to clean the product as residual fumes will s
kew air quality readings.
Avoid water or other liquids near the product to avoid electrical 
damage.
Do not allow unauthorized modification or repair of this product.

Features:
-2.8" color liquid crystal display (LCD), 320x240 pixels 
-User adjustable alarm threshold for ozone(O3) to alert user of 
 elevated levels
-Test variables: Ozone ( O3 ),temperature, humidity
-Large 2000mAh capacity Lithium battery 
-Electrochemistry sensor for Ozone
-5V Micro USB charging
-Low battery warning

Precautions

Ozone Meter Instruction Manual

1)Power on / off button, used to confirm highlighted options or to turn 
   device on/off by pressing for 3 seconds.
2)Menu Button, used to call up the dialog box for adjusting various 
   parameters.
3)Exit / ESC button, used to exit from menus
4)Up / Switch / Increase Button, used to scroll between interfaces or 
   navigate within menus
5)Down / Switch / Decrease Button, used to scroll between interfaces 
   or navigate within menus
6)LCD screen, display various parameters.
7)USB Charging Port 

O3 (ozone) ideal range: ≤0.10 ppm
The ozone alarm threshold can be set to 0.1ppm,0.3ppm or 0.6ppm.
If levels of O3 exceed the setted ozone alarm threshold, the device 
will alarm with short beeps.

3.History record
Press the Menu button, Navigate to “ Actual data ” 
using menu button again,Press up and down button to 
switch to view the Graphs show the data record of O3\
Temperature\Humidity.

4.About us
Press menu button,Navigate to “ About us ” using 
menu button again, to introduce the relevant knowledge 
points .

As shown:

2. Time Setting:
Press the Menu button, Navigate to “ Time set ” using 
menu button,press power button to enter.using up/
down button to increase/ decrease the value , after 
each selection, press the  power button to save 
setting .

Press and hold the power button for 3 seconds, hear a tone 
and then turn it off after releasing the hand.

Picture below : 

(3)Operation:

Shutdown:  

1.System set :

(1)Temperature Unit
Navigate to “Temp Unit” using up/down buttons to 
select C or F , after selection ,press power button 
again to confirm your setting .

(2)Alarm HTL
Navigate to “Alarm HTL” using up/down buttons set 
the Alarm level,there are 3 kinds of alarms Levels, 
(0.1ppm,0.3ppm,0.6ppm).after your setting, please 
press power button again to confirm this setting .

(3)Interval time 
Navigate to “Interval” using up/down buttons,press 
power button to enter setting ,there are several interval 
times :
"5 seconds ,15 seconds,30 seconds,60 seconds,
5 minutes,15 minutes,30 minutes,60 minutes”
after your selection , please press power button to 
confirm this setting .

(4)Off Time
Navigate to “Off Time” using up/down button ,press 
power button to enter. Choose between the following 
options with up/down buttons to select off time:  
"Never” ”30 minutes” “60 minutes” “90 minutes”.after 
selection , please press power button to save setting .

Device enters the detection interface after booting：

Reminder:
O3(ozone) ideal range: ≤0.10 ppm
The ozone alarm threshold can be set to 0.1,0.3 or 0.6ppm. 
If levels of O3 exceed the set ozone alarm threshold, the 
device will alarm with short beeps.
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About Charging

AQI(O3 concentration):
Green Color (Good): 0-0.100
Yellow Color (Slight): 0.101-0.300
Red Color (Moderate): 0.301-1.000
Purple Color (Serious):  1.001-4.999

When low battery icon is displayed, the device needs 
to be charged. Insert the included or another compatible 
micro USB charging cable into the device. Attach the 
other end to a USB DC charger (such as a smartphone 
charger) that outputs DC 5V at >=1000mA. Fully charge 
for at least 2-3 hours before use. Avoid charging with a 
USB computer port which only outputs 500mA.

Description of accessories:
Device-------1 pc
USB cable ----------1 pc
English Manual ----------1 pc

8 7

(5)Style
Navigate to “ style ”using up/down button to select 
Blue or White, after selection,press power button again
to confirm your setting.

(6)Language 
Navigate to “ Language ” using up/down button,press 
power button to enter,switching using up/down button,
choose between the following options "Chinese ”  
"English”,after selection , press power button to save 
this setting .

(7)Brightness : 
it is the Brightness of background ,
Navigate to “Brightness” using up/down button,press 
power button to enter, Choose between the following 
options with up/down buttons : "10%,20%,30%,40%,50%,
60%,70%,80%” , then press power button to save setting .

(8)Buzzer set :
Navigate to “ Buzzer set ” using up/down button,press 
power button to enter, Choose between the following 
options with up/down buttons : "Close ” ” Open”, then 
press power button to save setting .

Press menu button to enter the setting interface(figure 2). 
Switching Among different setting interfaces by  pressing 
menu button again .
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figure 1

figure 2

Skála (ózon koncentráció):
Zöld szín  (Good - jó):  ...........................0,000 - 0,100 PPM
Sárga szín  (Slight - enyhe):  ..................0,110 - 0,300 PPM
Piros szín  (Moderate - mérsékelt): ...0,301 - 1,000 PPM
Lila szín  (Serious - súlyos):  ...............1,001 - 4,999 PPM



Ózongáz (O3) egészségügyi határértéke: ≤ 0,1 PPM

Az ózon detektor riasztási küszöbértéke lehet 0,1 PPM, 0,3 PPM vagy 
0,6 PPM. Ha az ózongáz mértéke meghaladja a beállított riasztási  
küszöböt, a készülék rövid hangjelzéssel riaszt.

A készülék általi jelzések és jelzett értékek csak tájékoztató jellegűek, 
és a valós értékek eltérhetnek attól! 

I. Beállítások (System Set)

Start Up
When you long-press the power button, the  will Ozone Meter boot 
up. Picture below ：  
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Instructions：

Display method: Large screen color LCD display

Atmospheric pressure: 86Kpa - 106Kpa

Product Size: 164*74*26MM

Product weight: 210g  

Detection temperature: -10°C to 50°C;

Relative humidity: 20% - 85%

Storage temperature: -10°C to 60°C

Concentration unit for O3: ppm

Test range: 0~5ppm

Power source: Lithium battery with 2000 mAh capacity; 5V DC 
power charging via micro USB port

Product Specifications
This product is a multifunctional Ozone Meter that detects Ozone 
O3,Temperature, and Humidity .
It′s scientific and professional devices which can real-time monitor
Ozone O3 on LCD display screen.

Product Description

Please read the instructions carefully before using this device.
Please keep the manual handy for quick reference and 
troubleshooting.

Considerations

Avoid covering the air intake areas during use to avoid inaccurate 
measurements.
Avoid use of solvents to clean the product as residual fumes will s
kew air quality readings.
Avoid water or other liquids near the product to avoid electrical 
damage.
Do not allow unauthorized modification or repair of this product.

Features:
-2.8" color liquid crystal display (LCD), 320x240 pixels 
-User adjustable alarm threshold for ozone(O3) to alert user of 
 elevated levels
-Test variables: Ozone ( O3 ),temperature, humidity
-Large 2000mAh capacity Lithium battery 
-Electrochemistry sensor for Ozone
-5V Micro USB charging
-Low battery warning

Precautions

Ozone Meter Instruction Manual

1)Power on / off button, used to confirm highlighted options or to turn 
   device on/off by pressing for 3 seconds.
2)Menu Button, used to call up the dialog box for adjusting various 
   parameters.
3)Exit / ESC button, used to exit from menus
4)Up / Switch / Increase Button, used to scroll between interfaces or 
   navigate within menus
5)Down / Switch / Decrease Button, used to scroll between interfaces 
   or navigate within menus
6)LCD screen, display various parameters.
7)USB Charging Port 

O3 (ozone) ideal range: ≤0.10 ppm
The ozone alarm threshold can be set to 0.1ppm,0.3ppm or 0.6ppm.
If levels of O3 exceed the setted ozone alarm threshold, the device 
will alarm with short beeps.

3.History record
Press the Menu button, Navigate to “ Actual data ” 
using menu button again,Press up and down button to 
switch to view the Graphs show the data record of O3\
Temperature\Humidity.

4.About us
Press menu button,Navigate to “ About us ” using 
menu button again, to introduce the relevant knowledge 
points .

As shown:

2. Time Setting:
Press the Menu button, Navigate to “ Time set ” using 
menu button,press power button to enter.using up/
down button to increase/ decrease the value , after 
each selection, press the  power button to save 
setting .

Press and hold the power button for 3 seconds, hear a tone 
and then turn it off after releasing the hand.

Picture below : 

(3)Operation:

Shutdown:  

1.System set :

(1)Temperature Unit
Navigate to “Temp Unit” using up/down buttons to 
select C or F , after selection ,press power button 
again to confirm your setting .

(2)Alarm HTL
Navigate to “Alarm HTL” using up/down buttons set 
the Alarm level,there are 3 kinds of alarms Levels, 
(0.1ppm,0.3ppm,0.6ppm).after your setting, please 
press power button again to confirm this setting .

(3)Interval time 
Navigate to “Interval” using up/down buttons,press 
power button to enter setting ,there are several interval 
times :
"5 seconds ,15 seconds,30 seconds,60 seconds,
5 minutes,15 minutes,30 minutes,60 minutes”
after your selection , please press power button to 
confirm this setting .

(4)Off Time
Navigate to “Off Time” using up/down button ,press 
power button to enter. Choose between the following 
options with up/down buttons to select off time:  
"Never” ”30 minutes” “60 minutes” “90 minutes”.after 
selection , please press power button to save setting .

Device enters the detection interface after booting：

Reminder:
O3(ozone) ideal range: ≤0.10 ppm
The ozone alarm threshold can be set to 0.1,0.3 or 0.6ppm. 
If levels of O3 exceed the set ozone alarm threshold, the 
device will alarm with short beeps.
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About Charging

AQI(O3 concentration):
Green Color (Good): 0-0.100
Yellow Color (Slight): 0.101-0.300
Red Color (Moderate): 0.301-1.000
Purple Color (Serious):  1.001-4.999

When low battery icon is displayed, the device needs 
to be charged. Insert the included or another compatible 
micro USB charging cable into the device. Attach the 
other end to a USB DC charger (such as a smartphone 
charger) that outputs DC 5V at >=1000mA. Fully charge 
for at least 2-3 hours before use. Avoid charging with a 
USB computer port which only outputs 500mA.

Description of accessories:
Device-------1 pc
USB cable ----------1 pc
English Manual ----------1 pc

8 7

(5)Style
Navigate to “ style ”using up/down button to select 
Blue or White, after selection,press power button again
to confirm your setting.

(6)Language 
Navigate to “ Language ” using up/down button,press 
power button to enter,switching using up/down button,
choose between the following options "Chinese ”  
"English”,after selection , press power button to save 
this setting .

(7)Brightness : 
it is the Brightness of background ,
Navigate to “Brightness” using up/down button,press 
power button to enter, Choose between the following 
options with up/down buttons : "10%,20%,30%,40%,50%,
60%,70%,80%” , then press power button to save setting .

(8)Buzzer set :
Navigate to “ Buzzer set ” using up/down button,press 
power button to enter, Choose between the following 
options with up/down buttons : "Close ” ” Open”, then 
press power button to save setting .

Press menu button to enter the setting interface(figure 2). 
Switching Among different setting interfaces by  pressing 
menu button again .
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figure 1

figure 2

a,

b,

c,

d,

e,

f,

g,

h,

Nyomja meg a menü gombot a beállítási felületre való belépéshez 
(fenti ábra). A különböző beállítási pontok között a menü gomb újbóli 
megnyomásával lehet lépkedni.

a) Hőmérséklet mértékegysége - (Javasolt beállítás: °C)
A fel/le gombokkal lépjen a „Temp Unit” elemre a °C vagy °F kiválasz-
tásához. A kiválasztás után nyomja meg ismét a bekapcsológombot 
a beállítás megerősítéséhez.

b) Riasztási küszöbérték - (Javasolt beállítás: 0,100 PPM)
Kérjük navigáljon a „Alarm HTL” lehetőséghez. A fel/le gombokkal 



állítsa be a riasztási szintet a 3 féle riasztási szintből (0,1 PPM, 0,3 
PPM, 0,6 PPM). A beállítás után nyomja meg újra a bekapcsológom-
bot a beállítás megerősítéséhez.

c) Rögzítési idő - (Javasolt beállítás: 30 sec)
A fel/le gombbal navigáljon az „Interrecord” pontra, majd nyomja 
meg a bekapcsológombot a beállítások megadásához, az alábbi  
variációkból: 5 sec (mp), 15 sec (mp), 30 sec (mp), 60 sec (mp), 5 min 
(perc), 15 min (perc), 30 min (perc), 60 min (perc).
A kiválasztás után, nyomja meg a bekapcsológombot a beállítás meg-
erősítéséhez. Ekkortól a beállított időközönként menti le a mért ózon-
gáz/hőmérséklet/páratartalom szintet az „Actual data” (Tényleges  
érték) menüpont alatt.

d) Kikapcsolási idő - (Javasolt beállítás: Never)
A fel/le gombbal lépjen az „Off Time” opcióra, nyomja meg a bekap-
csológombot a beállításához. Válassza ki a következő lehetőségek 
közül a fel/le gombok segítségével a kikapcsolási időt: Never (soha), 
30 min (perc), 60 min (perc), 90 min (perc). Kiválasztás után nyomja 
meg a bekapcsológombot a beállítás mentéséhez.

e) Háttér - (Javasolt beállítás: White)
A fel/le gombbal lépjen a „Style” opcióra a Blue (kék) vagy a White 
(fehér) színű háttér kiválasztásához. A kiválasztás után nyomja meg 
ismét a bekapcsoló gombot a beállítás megerősítéséhez.

f) Nyelv - (Javasolt beállítás: English)
A fel/le gombbal navigáljon a „Language” menüpontra, nyomja 
meg a bekapcsológombot a beállításhoz, majd a fel/le gombok  
segítségével választható ki a Chinese (kínai) vagy az English (angol) 
nyelv. A kiválasztás után nyomja meg a bekapcsológombot a beál-
lítás mentéséhez.

g) Fényerő - (Javasolt beállítás: 50%)
Ebben a pontban a képernyő hátterének fényerejét állíthatja be.  
A fel/le gombbal navigáljon a „Brightness” pontra, és nyomja meg  
a bekapcsológombot a belépéshez. Válasszon a következő lehe-
tőségek közül a fel/le gombok segítségével: 10%, 20%, 30%, 40%, 
50%, 60%, 70%, 80%. Ha sikerült kiválasztania a kívánt értéket akkor 
bekapcsológomb megnyomásával mentse el a konfigurációt.



h) Riasztás - (Javasolt beállítás: Open)
A fe/le gombbal navigáljon a „Buzzer Set” opcióra, nyomja meg a 
bekapcsológombot a belépéshez. Válasszon a következő lehetősé-
gek közül a fel/le gombok segítségével a Close (kikapcsolás) vagy 
az Open (bekapcsolás) között. Ezzel a két beállítással kapcsolhatja ki 
vagy be a riasztást az ózongáz küszöbérték elérésekor. A mentéshez 
nyomja meg a bekapcsológombot.

II. Dátum és idő beállítás (Time Set)

Start Up
When you long-press the power button, the  will Ozone Meter boot 
up. Picture below ：  
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Instructions：

Display method: Large screen color LCD display

Atmospheric pressure: 86Kpa - 106Kpa

Product Size: 164*74*26MM

Product weight: 210g  

Detection temperature: -10°C to 50°C;

Relative humidity: 20% - 85%

Storage temperature: -10°C to 60°C

Concentration unit for O3: ppm

Test range: 0~5ppm

Power source: Lithium battery with 2000 mAh capacity; 5V DC 
power charging via micro USB port

Product Specifications
This product is a multifunctional Ozone Meter that detects Ozone 
O3,Temperature, and Humidity .
It′s scientific and professional devices which can real-time monitor
Ozone O3 on LCD display screen.

Product Description

Please read the instructions carefully before using this device.
Please keep the manual handy for quick reference and 
troubleshooting.

Considerations

Avoid covering the air intake areas during use to avoid inaccurate 
measurements.
Avoid use of solvents to clean the product as residual fumes will s
kew air quality readings.
Avoid water or other liquids near the product to avoid electrical 
damage.
Do not allow unauthorized modification or repair of this product.

Features:
-2.8" color liquid crystal display (LCD), 320x240 pixels 
-User adjustable alarm threshold for ozone(O3) to alert user of 
 elevated levels
-Test variables: Ozone ( O3 ),temperature, humidity
-Large 2000mAh capacity Lithium battery 
-Electrochemistry sensor for Ozone
-5V Micro USB charging
-Low battery warning

Precautions

Ozone Meter Instruction Manual

1)Power on / off button, used to confirm highlighted options or to turn 
   device on/off by pressing for 3 seconds.
2)Menu Button, used to call up the dialog box for adjusting various 
   parameters.
3)Exit / ESC button, used to exit from menus
4)Up / Switch / Increase Button, used to scroll between interfaces or 
   navigate within menus
5)Down / Switch / Decrease Button, used to scroll between interfaces 
   or navigate within menus
6)LCD screen, display various parameters.
7)USB Charging Port 

O3 (ozone) ideal range: ≤0.10 ppm
The ozone alarm threshold can be set to 0.1ppm,0.3ppm or 0.6ppm.
If levels of O3 exceed the setted ozone alarm threshold, the device 
will alarm with short beeps.

3.History record
Press the Menu button, Navigate to “ Actual data ” 
using menu button again,Press up and down button to 
switch to view the Graphs show the data record of O3\
Temperature\Humidity.

4.About us
Press menu button,Navigate to “ About us ” using 
menu button again, to introduce the relevant knowledge 
points .

As shown:

2. Time Setting:
Press the Menu button, Navigate to “ Time set ” using 
menu button,press power button to enter.using up/
down button to increase/ decrease the value , after 
each selection, press the  power button to save 
setting .

Press and hold the power button for 3 seconds, hear a tone 
and then turn it off after releasing the hand.

Picture below : 

(3)Operation:

Shutdown:  

1.System set :

(1)Temperature Unit
Navigate to “Temp Unit” using up/down buttons to 
select C or F , after selection ,press power button 
again to confirm your setting .

(2)Alarm HTL
Navigate to “Alarm HTL” using up/down buttons set 
the Alarm level,there are 3 kinds of alarms Levels, 
(0.1ppm,0.3ppm,0.6ppm).after your setting, please 
press power button again to confirm this setting .

(3)Interval time 
Navigate to “Interval” using up/down buttons,press 
power button to enter setting ,there are several interval 
times :
"5 seconds ,15 seconds,30 seconds,60 seconds,
5 minutes,15 minutes,30 minutes,60 minutes”
after your selection , please press power button to 
confirm this setting .

(4)Off Time
Navigate to “Off Time” using up/down button ,press 
power button to enter. Choose between the following 
options with up/down buttons to select off time:  
"Never” ”30 minutes” “60 minutes” “90 minutes”.after 
selection , please press power button to save setting .

Device enters the detection interface after booting：

Reminder:
O3(ozone) ideal range: ≤0.10 ppm
The ozone alarm threshold can be set to 0.1,0.3 or 0.6ppm. 
If levels of O3 exceed the set ozone alarm threshold, the 
device will alarm with short beeps.
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About Charging

AQI(O3 concentration):
Green Color (Good): 0-0.100
Yellow Color (Slight): 0.101-0.300
Red Color (Moderate): 0.301-1.000
Purple Color (Serious):  1.001-4.999

When low battery icon is displayed, the device needs 
to be charged. Insert the included or another compatible 
micro USB charging cable into the device. Attach the 
other end to a USB DC charger (such as a smartphone 
charger) that outputs DC 5V at >=1000mA. Fully charge 
for at least 2-3 hours before use. Avoid charging with a 
USB computer port which only outputs 500mA.

Description of accessories:
Device-------1 pc
USB cable ----------1 pc
English Manual ----------1 pc

8 7

(5)Style
Navigate to “ style ”using up/down button to select 
Blue or White, after selection,press power button again
to confirm your setting.

(6)Language 
Navigate to “ Language ” using up/down button,press 
power button to enter,switching using up/down button,
choose between the following options "Chinese ”  
"English”,after selection , press power button to save 
this setting .

(7)Brightness : 
it is the Brightness of background ,
Navigate to “Brightness” using up/down button,press 
power button to enter, Choose between the following 
options with up/down buttons : "10%,20%,30%,40%,50%,
60%,70%,80%” , then press power button to save setting .

(8)Buzzer set :
Navigate to “ Buzzer set ” using up/down button,press 
power button to enter, Choose between the following 
options with up/down buttons : "Close ” ” Open”, then 
press power button to save setting .

Press menu button to enter the setting interface(figure 2). 
Switching Among different setting interfaces by  pressing 
menu button again .
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figure 1

figure 2

Nyomja meg a menü gombot, lépjen a „Time Set” menübe a menü 
gomb segítségével, az idő és dátum beállításához. Nyomja meg a  
bekapcsológombot a belépéshez. A fel/le gombokkal növelheti vagy 
csökkentheti az értéket. Minden beállítás után nyomja meg a bekap-
csológombot a beállítások mentéséhez.



Az alábbiak álltíhatóak be: Year (év), Mon (hónap), Date (nap), Hour 
(óra), Min (perc), Sec (másodperc).

III. Mérési értékek (Actual data)

Start Up
When you long-press the power button, the  will Ozone Meter boot 
up. Picture below ：  
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Instructions：

Display method: Large screen color LCD display

Atmospheric pressure: 86Kpa - 106Kpa

Product Size: 164*74*26MM

Product weight: 210g  

Detection temperature: -10°C to 50°C;

Relative humidity: 20% - 85%

Storage temperature: -10°C to 60°C

Concentration unit for O3: ppm

Test range: 0~5ppm

Power source: Lithium battery with 2000 mAh capacity; 5V DC 
power charging via micro USB port

Product Specifications
This product is a multifunctional Ozone Meter that detects Ozone 
O3,Temperature, and Humidity .
It′s scientific and professional devices which can real-time monitor
Ozone O3 on LCD display screen.

Product Description

Please read the instructions carefully before using this device.
Please keep the manual handy for quick reference and 
troubleshooting.

Considerations

Avoid covering the air intake areas during use to avoid inaccurate 
measurements.
Avoid use of solvents to clean the product as residual fumes will s
kew air quality readings.
Avoid water or other liquids near the product to avoid electrical 
damage.
Do not allow unauthorized modification or repair of this product.

Features:
-2.8" color liquid crystal display (LCD), 320x240 pixels 
-User adjustable alarm threshold for ozone(O3) to alert user of 
 elevated levels
-Test variables: Ozone ( O3 ),temperature, humidity
-Large 2000mAh capacity Lithium battery 
-Electrochemistry sensor for Ozone
-5V Micro USB charging
-Low battery warning

Precautions

Ozone Meter Instruction Manual

1)Power on / off button, used to confirm highlighted options or to turn 
   device on/off by pressing for 3 seconds.
2)Menu Button, used to call up the dialog box for adjusting various 
   parameters.
3)Exit / ESC button, used to exit from menus
4)Up / Switch / Increase Button, used to scroll between interfaces or 
   navigate within menus
5)Down / Switch / Decrease Button, used to scroll between interfaces 
   or navigate within menus
6)LCD screen, display various parameters.
7)USB Charging Port 

O3 (ozone) ideal range: ≤0.10 ppm
The ozone alarm threshold can be set to 0.1ppm,0.3ppm or 0.6ppm.
If levels of O3 exceed the setted ozone alarm threshold, the device 
will alarm with short beeps.

3.History record
Press the Menu button, Navigate to “ Actual data ” 
using menu button again,Press up and down button to 
switch to view the Graphs show the data record of O3\
Temperature\Humidity.

4.About us
Press menu button,Navigate to “ About us ” using 
menu button again, to introduce the relevant knowledge 
points .

As shown:

2. Time Setting:
Press the Menu button, Navigate to “ Time set ” using 
menu button,press power button to enter.using up/
down button to increase/ decrease the value , after 
each selection, press the  power button to save 
setting .

Press and hold the power button for 3 seconds, hear a tone 
and then turn it off after releasing the hand.

Picture below : 

(3)Operation:

Shutdown:  

1.System set :

(1)Temperature Unit
Navigate to “Temp Unit” using up/down buttons to 
select C or F , after selection ,press power button 
again to confirm your setting .

(2)Alarm HTL
Navigate to “Alarm HTL” using up/down buttons set 
the Alarm level,there are 3 kinds of alarms Levels, 
(0.1ppm,0.3ppm,0.6ppm).after your setting, please 
press power button again to confirm this setting .

(3)Interval time 
Navigate to “Interval” using up/down buttons,press 
power button to enter setting ,there are several interval 
times :
"5 seconds ,15 seconds,30 seconds,60 seconds,
5 minutes,15 minutes,30 minutes,60 minutes”
after your selection , please press power button to 
confirm this setting .

(4)Off Time
Navigate to “Off Time” using up/down button ,press 
power button to enter. Choose between the following 
options with up/down buttons to select off time:  
"Never” ”30 minutes” “60 minutes” “90 minutes”.after 
selection , please press power button to save setting .

Device enters the detection interface after booting：

Reminder:
O3(ozone) ideal range: ≤0.10 ppm
The ozone alarm threshold can be set to 0.1,0.3 or 0.6ppm. 
If levels of O3 exceed the set ozone alarm threshold, the 
device will alarm with short beeps.
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About Charging

AQI(O3 concentration):
Green Color (Good): 0-0.100
Yellow Color (Slight): 0.101-0.300
Red Color (Moderate): 0.301-1.000
Purple Color (Serious):  1.001-4.999

When low battery icon is displayed, the device needs 
to be charged. Insert the included or another compatible 
micro USB charging cable into the device. Attach the 
other end to a USB DC charger (such as a smartphone 
charger) that outputs DC 5V at >=1000mA. Fully charge 
for at least 2-3 hours before use. Avoid charging with a 
USB computer port which only outputs 500mA.

Description of accessories:
Device-------1 pc
USB cable ----------1 pc
English Manual ----------1 pc

8 7

(5)Style
Navigate to “ style ”using up/down button to select 
Blue or White, after selection,press power button again
to confirm your setting.

(6)Language 
Navigate to “ Language ” using up/down button,press 
power button to enter,switching using up/down button,
choose between the following options "Chinese ”  
"English”,after selection , press power button to save 
this setting .

(7)Brightness : 
it is the Brightness of background ,
Navigate to “Brightness” using up/down button,press 
power button to enter, Choose between the following 
options with up/down buttons : "10%,20%,30%,40%,50%,
60%,70%,80%” , then press power button to save setting .

(8)Buzzer set :
Navigate to “ Buzzer set ” using up/down button,press 
power button to enter, Choose between the following 
options with up/down buttons : "Close ” ” Open”, then 
press power button to save setting .

Press menu button to enter the setting interface(figure 2). 
Switching Among different setting interfaces by  pressing 
menu button again .
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figure 1

figure 2

Nyomja meg a menü gombot, majd ismét a menü gomb segítségével 
lépjen az „Actual data” (Mérési értékek) menüpontra. Itt a fel és le gom-
bokkal válthat az ózongáz hőmérséklet/páratartalom adatrekordot 
megjelenítő grafikonok között azok megtekintéséhez. Az itt szereplő 
rögzítési időt a „System Set” menüpont alatt az „Interrecord” pont alatt 
állíthatja be. 



IV. Rólunk (About us)

Start Up
When you long-press the power button, the  will Ozone Meter boot 
up. Picture below ：  
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Instructions：

Display method: Large screen color LCD display

Atmospheric pressure: 86Kpa - 106Kpa

Product Size: 164*74*26MM

Product weight: 210g  

Detection temperature: -10°C to 50°C;

Relative humidity: 20% - 85%

Storage temperature: -10°C to 60°C

Concentration unit for O3: ppm

Test range: 0~5ppm

Power source: Lithium battery with 2000 mAh capacity; 5V DC 
power charging via micro USB port

Product Specifications
This product is a multifunctional Ozone Meter that detects Ozone 
O3,Temperature, and Humidity .
It′s scientific and professional devices which can real-time monitor
Ozone O3 on LCD display screen.

Product Description

Please read the instructions carefully before using this device.
Please keep the manual handy for quick reference and 
troubleshooting.

Considerations

Avoid covering the air intake areas during use to avoid inaccurate 
measurements.
Avoid use of solvents to clean the product as residual fumes will s
kew air quality readings.
Avoid water or other liquids near the product to avoid electrical 
damage.
Do not allow unauthorized modification or repair of this product.

Features:
-2.8" color liquid crystal display (LCD), 320x240 pixels 
-User adjustable alarm threshold for ozone(O3) to alert user of 
 elevated levels
-Test variables: Ozone ( O3 ),temperature, humidity
-Large 2000mAh capacity Lithium battery 
-Electrochemistry sensor for Ozone
-5V Micro USB charging
-Low battery warning

Precautions

Ozone Meter Instruction Manual

1)Power on / off button, used to confirm highlighted options or to turn 
   device on/off by pressing for 3 seconds.
2)Menu Button, used to call up the dialog box for adjusting various 
   parameters.
3)Exit / ESC button, used to exit from menus
4)Up / Switch / Increase Button, used to scroll between interfaces or 
   navigate within menus
5)Down / Switch / Decrease Button, used to scroll between interfaces 
   or navigate within menus
6)LCD screen, display various parameters.
7)USB Charging Port 

O3 (ozone) ideal range: ≤0.10 ppm
The ozone alarm threshold can be set to 0.1ppm,0.3ppm or 0.6ppm.
If levels of O3 exceed the setted ozone alarm threshold, the device 
will alarm with short beeps.

3.History record
Press the Menu button, Navigate to “ Actual data ” 
using menu button again,Press up and down button to 
switch to view the Graphs show the data record of O3\
Temperature\Humidity.

4.About us
Press menu button,Navigate to “ About us ” using 
menu button again, to introduce the relevant knowledge 
points .

As shown:

2. Time Setting:
Press the Menu button, Navigate to “ Time set ” using 
menu button,press power button to enter.using up/
down button to increase/ decrease the value , after 
each selection, press the  power button to save 
setting .

Press and hold the power button for 3 seconds, hear a tone 
and then turn it off after releasing the hand.

Picture below : 

(3)Operation:

Shutdown:  

1.System set :

(1)Temperature Unit
Navigate to “Temp Unit” using up/down buttons to 
select C or F , after selection ,press power button 
again to confirm your setting .

(2)Alarm HTL
Navigate to “Alarm HTL” using up/down buttons set 
the Alarm level,there are 3 kinds of alarms Levels, 
(0.1ppm,0.3ppm,0.6ppm).after your setting, please 
press power button again to confirm this setting .

(3)Interval time 
Navigate to “Interval” using up/down buttons,press 
power button to enter setting ,there are several interval 
times :
"5 seconds ,15 seconds,30 seconds,60 seconds,
5 minutes,15 minutes,30 minutes,60 minutes”
after your selection , please press power button to 
confirm this setting .

(4)Off Time
Navigate to “Off Time” using up/down button ,press 
power button to enter. Choose between the following 
options with up/down buttons to select off time:  
"Never” ”30 minutes” “60 minutes” “90 minutes”.after 
selection , please press power button to save setting .

Device enters the detection interface after booting：

Reminder:
O3(ozone) ideal range: ≤0.10 ppm
The ozone alarm threshold can be set to 0.1,0.3 or 0.6ppm. 
If levels of O3 exceed the set ozone alarm threshold, the 
device will alarm with short beeps.
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About Charging

AQI(O3 concentration):
Green Color (Good): 0-0.100
Yellow Color (Slight): 0.101-0.300
Red Color (Moderate): 0.301-1.000
Purple Color (Serious):  1.001-4.999

When low battery icon is displayed, the device needs 
to be charged. Insert the included or another compatible 
micro USB charging cable into the device. Attach the 
other end to a USB DC charger (such as a smartphone 
charger) that outputs DC 5V at >=1000mA. Fully charge 
for at least 2-3 hours before use. Avoid charging with a 
USB computer port which only outputs 500mA.

Description of accessories:
Device-------1 pc
USB cable ----------1 pc
English Manual ----------1 pc

8 7

(5)Style
Navigate to “ style ”using up/down button to select 
Blue or White, after selection,press power button again
to confirm your setting.

(6)Language 
Navigate to “ Language ” using up/down button,press 
power button to enter,switching using up/down button,
choose between the following options "Chinese ”  
"English”,after selection , press power button to save 
this setting .

(7)Brightness : 
it is the Brightness of background ,
Navigate to “Brightness” using up/down button,press 
power button to enter, Choose between the following 
options with up/down buttons : "10%,20%,30%,40%,50%,
60%,70%,80%” , then press power button to save setting .

(8)Buzzer set :
Navigate to “ Buzzer set ” using up/down button,press 
power button to enter, Choose between the following 
options with up/down buttons : "Close ” ” Open”, then 
press power button to save setting .

Press menu button to enter the setting interface(figure 2). 
Switching Among different setting interfaces by  pressing 
menu button again .
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figure 1

figure 2

Nyomja meg a menü gombot, és annak segítségével lépkedjen az  
„About us” (Rólunk) menüpontra, hogy láthassa a gyártó bemutatkozását. 



Kikapcsolás
Nyomja meg és tartsa lenyomva a bekapcsológombot 3 mp-ig. Egy  
pittyenést követően ki is kapcsol a készülék. A kijelzőn az alábbi felirat 
jelenik meg ilyenkor:

Start Up
When you long-press the power button, the  will Ozone Meter boot 
up. Picture below ：  
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Instructions：

Display method: Large screen color LCD display

Atmospheric pressure: 86Kpa - 106Kpa

Product Size: 164*74*26MM

Product weight: 210g  

Detection temperature: -10°C to 50°C;

Relative humidity: 20% - 85%

Storage temperature: -10°C to 60°C

Concentration unit for O3: ppm

Test range: 0~5ppm

Power source: Lithium battery with 2000 mAh capacity; 5V DC 
power charging via micro USB port

Product Specifications
This product is a multifunctional Ozone Meter that detects Ozone 
O3,Temperature, and Humidity .
It′s scientific and professional devices which can real-time monitor
Ozone O3 on LCD display screen.

Product Description

Please read the instructions carefully before using this device.
Please keep the manual handy for quick reference and 
troubleshooting.

Considerations

Avoid covering the air intake areas during use to avoid inaccurate 
measurements.
Avoid use of solvents to clean the product as residual fumes will s
kew air quality readings.
Avoid water or other liquids near the product to avoid electrical 
damage.
Do not allow unauthorized modification or repair of this product.

Features:
-2.8" color liquid crystal display (LCD), 320x240 pixels 
-User adjustable alarm threshold for ozone(O3) to alert user of 
 elevated levels
-Test variables: Ozone ( O3 ),temperature, humidity
-Large 2000mAh capacity Lithium battery 
-Electrochemistry sensor for Ozone
-5V Micro USB charging
-Low battery warning

Precautions

Ozone Meter Instruction Manual

1)Power on / off button, used to confirm highlighted options or to turn 
   device on/off by pressing for 3 seconds.
2)Menu Button, used to call up the dialog box for adjusting various 
   parameters.
3)Exit / ESC button, used to exit from menus
4)Up / Switch / Increase Button, used to scroll between interfaces or 
   navigate within menus
5)Down / Switch / Decrease Button, used to scroll between interfaces 
   or navigate within menus
6)LCD screen, display various parameters.
7)USB Charging Port 

O3 (ozone) ideal range: ≤0.10 ppm
The ozone alarm threshold can be set to 0.1ppm,0.3ppm or 0.6ppm.
If levels of O3 exceed the setted ozone alarm threshold, the device 
will alarm with short beeps.

3.History record
Press the Menu button, Navigate to “ Actual data ” 
using menu button again,Press up and down button to 
switch to view the Graphs show the data record of O3\
Temperature\Humidity.

4.About us
Press menu button,Navigate to “ About us ” using 
menu button again, to introduce the relevant knowledge 
points .

As shown:

2. Time Setting:
Press the Menu button, Navigate to “ Time set ” using 
menu button,press power button to enter.using up/
down button to increase/ decrease the value , after 
each selection, press the  power button to save 
setting .

Press and hold the power button for 3 seconds, hear a tone 
and then turn it off after releasing the hand.

Picture below : 

(3)Operation:

Shutdown:  

1.System set :

(1)Temperature Unit
Navigate to “Temp Unit” using up/down buttons to 
select C or F , after selection ,press power button 
again to confirm your setting .

(2)Alarm HTL
Navigate to “Alarm HTL” using up/down buttons set 
the Alarm level,there are 3 kinds of alarms Levels, 
(0.1ppm,0.3ppm,0.6ppm).after your setting, please 
press power button again to confirm this setting .

(3)Interval time 
Navigate to “Interval” using up/down buttons,press 
power button to enter setting ,there are several interval 
times :
"5 seconds ,15 seconds,30 seconds,60 seconds,
5 minutes,15 minutes,30 minutes,60 minutes”
after your selection , please press power button to 
confirm this setting .

(4)Off Time
Navigate to “Off Time” using up/down button ,press 
power button to enter. Choose between the following 
options with up/down buttons to select off time:  
"Never” ”30 minutes” “60 minutes” “90 minutes”.after 
selection , please press power button to save setting .

Device enters the detection interface after booting：

Reminder:
O3(ozone) ideal range: ≤0.10 ppm
The ozone alarm threshold can be set to 0.1,0.3 or 0.6ppm. 
If levels of O3 exceed the set ozone alarm threshold, the 
device will alarm with short beeps.

1413

         

About Charging

AQI(O3 concentration):
Green Color (Good): 0-0.100
Yellow Color (Slight): 0.101-0.300
Red Color (Moderate): 0.301-1.000
Purple Color (Serious):  1.001-4.999

When low battery icon is displayed, the device needs 
to be charged. Insert the included or another compatible 
micro USB charging cable into the device. Attach the 
other end to a USB DC charger (such as a smartphone 
charger) that outputs DC 5V at >=1000mA. Fully charge 
for at least 2-3 hours before use. Avoid charging with a 
USB computer port which only outputs 500mA.

Description of accessories:
Device-------1 pc
USB cable ----------1 pc
English Manual ----------1 pc
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(5)Style
Navigate to “ style ”using up/down button to select 
Blue or White, after selection,press power button again
to confirm your setting.

(6)Language 
Navigate to “ Language ” using up/down button,press 
power button to enter,switching using up/down button,
choose between the following options "Chinese ”  
"English”,after selection , press power button to save 
this setting .

(7)Brightness : 
it is the Brightness of background ,
Navigate to “Brightness” using up/down button,press 
power button to enter, Choose between the following 
options with up/down buttons : "10%,20%,30%,40%,50%,
60%,70%,80%” , then press power button to save setting .

(8)Buzzer set :
Navigate to “ Buzzer set ” using up/down button,press 
power button to enter, Choose between the following 
options with up/down buttons : "Close ” ” Open”, then 
press power button to save setting .

Press menu button to enter the setting interface(figure 2). 
Switching Among different setting interfaces by  pressing 
menu button again .
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figure 1

figure 2

Töltés
Amikor az akkumulátor töltöttségi szintje lecsökken, az eszközt fel kell 
tölteni. Helyezze a mellékelt vagy egy másik kompatibilis micro USB 
töltőkábelt a készülékbe. Csatlakoztassa a másik végét egy USB DC töl-
tőhöz (például okostelefon-töltőhöz), amely legalább 1000 mA mellett 
5V DC töltést ad.
Használat előtt töltse fel a készüléket legalább 2-3 órán keresztül.  
Kerülje a feltöltést olyan USB számítógép portról, amely csak 500 mA 
töltőáramot nyújt.



Tartozékok
1 db - Ózongáz detektor készülék
1 db - USB kábel
1 db - Használati útmutató






